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Existing Earth
Maximum 24 Inches| —

Washed #57 Stone
Minimum 12 Inches

Maximum 24 Inches
24 Inch Diameter Flow Well

Design Steps

1. Review potential areas for dry well locations. Water can either flow overland, entering the top of the well,
or water can be piped to the seepage barrel in plastic drain pipe. Avoid areas within 10 feet of a building
foundation, near slopes, near septic lines or other utilities, or public right of way.

2. Note the overflow point as designed. Confirm the overflow point will not channel flow onto a neighboring
property and that the location is at least 10 feet from the property line.

3.  Obtain manufacturer's specifications and details for dry well.

Construction Steps

Call 811 for a utility locate before you dig.

Dig the hole to the required depth, diameter, and width.

Roughen the excavated surface soil and avoid compacting the bottom of the hole.

Install 12 inches to 24 inches of #57 washed stone. Compact the stone. Place the tank and install the
riser. Check the elevation to confirm that the grate will be at ground level.

If water will be piped to the dry well, install the plastic drain pipe into the seepage barrel, following
manufacturer’'s recommendations.

Test the system with water to confirm gravity flow and stoutness of connections.

Backfill the excavation with #57 stone.

Install drainage fabric over gravel and install topsoil and sod.
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